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DOCUMENT CONVENTIONS
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INITIAL CONFIGURATION

Console Cable Connection

# o+ > ?> M2 ? > ?
@ A B C5
< @ A > *?)
> ?

! The console cable is generally a flat cable that has a Com port at each end. This cable connects to Com1 on the computer and the
switch
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Getting Started

! 7 & @A
# @ A :5 :5
Enter your selection (auto,manual.none)lautol: ma
Enter IP address [169.254.100.16001:
< @+ 11 A +
< @ 3 5A @] 0 6A
"t 4 D < @6 A@G6 # A @6 A
$ - : &
< @A
/| < @ 1A
0 < @ + 1A
2 < @ + 1A

®
>

I +D+ < +8 -' D & @A

# The Management IP range is separate to the sites Admin or Curriculum ranges and allow connection to the switch from the Admin
network or from a remote site such as the CSC. The Default gateway for this entry is usually one IP less than that of the switch and the
Subnet mask is also different to the normal school mask. Check these settings with the CSC if you are unsure.

The admin password is calculated from the site ID number and the manager and monitor passwords are standard for all sites and
switch models. Contact the CSC if you are unsure of these details. Do not make up a password for any of the Core Switch user
accounts.

==
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Create VLANs
)
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0 A
A
A
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?

Port 25 and port 26, in a 3Com 4400 are created when a stacking module is added or if you are using these notes for a 3Com 4200
series switch ports 25 and 26 are in the front panel of the switch. If you are using a stacking module, the Firmware version 4.1 you may
need to set the port speed for this port manually as the firmware may not detect the port speed automatically. This setting can be done

easily from the Web interface.

Throughout these notes, for the purpose of clarity, the main menu will be used as the starting point for configuration changes. The
lower level menus can create confusion but you can ignore the repeated instruction to press [Esc] if you understand your position in the

menu hierarchy.
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Tag New VLANS to VLAN 1
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! 7 & @ 4A * -
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CONFIGURE AN ADMIN CORE SWITCH

& I 8 !
& ;
; 5 ! 5 ,
5 # '
5 % 4 E
5 3 ) -
; 5 ! ' 8 8 !
5 #3H '
Note: Unit two is for
explanation purposes only.
;5 # 8 ! 5 ! # G
* ) -
# & &
! 7 & @4 A

# < @A
) -
*,_ |
< @ A -
- - & |
$
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CONFIGURE A CURRICULUM CORE SWITCH

& I 8 !
&
5 ! 5 ,
5 # ) -
5 % 4 E
5 3
; 5 ! 8 !
5 #3H ' -
Note: Unit two is for
explanation purposes only.
5 # 8 ! 5 ! # G
- * -
# & & -
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* oo < @89 A
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/ B & @ A
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CREATE A DUAL VLAN TRUNK

Majority of ports set to Admin ports

All ports set to Curriculum

Majority of ports set to Admin ports

’ Changed to Admin and Curriculum ports

| 4 ( * 4
# - LI #
1 ;
4 ( -t
- LIRS #
"o - x
$ - = - #

oA typical example of the use of this configuration is where an Assistant Principal or Co-ordinator needs access to EDSAS but is
physically located in a building outside the normal administration network or where all the admin data points have been used in the core

switch and more are needed for admin purposes.
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DESIGNATE A MANAGEMENT PORT

’&
* | 5
J +
| #
# I
* * * |
! 6
# 7 & @AGA @ A
@A ( *
( @ A
& @ A
< @8 A
* *
$ oo
/ < @ A @A
0 < @ A |
2 < @8 A @A
| 5 #
12

23 " % #
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WEB INTERFACE

Connection — Admin workstation
!

# : ( &

Connection - Laptop

5 3
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Display Ports on a VLAN

b & > 4 ?

# & > 1 @ # 7
<( > 206: 1 ?
- * oo+

"9 - > #" (072
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FIRMWARE UPGRADE TO 4.1

4

Confirm the current version

Open a TFTP session

\

\
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S22 1 0 ?

0o 4 7 54 + &

Perform the Upgrade

# 6 @2 11 A

Each site has a designated management IP range which will vary from their Admin and Curriculum ranges. Contact the CSC if you
are not sure of these details. Change your laptops IP and subnet masks to fall within this range before starting the TPTPD server.

"' Unless you have added another port to VLAN1 which is the management VLAN, the only port available will be port 1 which connects

the router and the switch. Port 1 can be used but disconnecting the router will deny internet access to any users during the firmware
upgrade process.
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! : & @+ 11 A
7 54

Using the Hyper terminal Interface:

I 6
# < @6 A
< @% +!+A
< @ < 3 A
Select menu option (system/control): so
TFTP Server Address [0.0.0.8]1:10.86.156.2
Eilg Name” o [J:SSM&_lﬂ.bin
)
$
/ &
0 & @6 A
2

Nov 2005 #" Compiled by Kaye Walter and Paul Warneke



* Lrg o+

MAKING MINOR CHANGES

Change the IP address

! 7 @ 3 A :5
# < 5 & & -

Change the Unit Name

7 @6 A
# < @ A
5 > 7

Enable Spanning Tree

! ! =1 30 2 1 301

< @ 2 A L
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Enable IGMP Snoop

! 7 @ A #
# < @A % 5+

Enable Broadcast Storm Control

! 7 @ 3A
# < @A
5 > ?
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